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AN OVERVIEW OF ELECTRON AND ION BEAM EFFECTS

IN CHARGING AND DISCHARGING OF SPACECRAFT

S.T. LAI, SENIOR MEMBER, IEEE

Space Physics Division, Geophysics Laboratory,
Hanscom Air Force Base, MA 01731

Abstract - The electron and ion beam effects on the
charging and discharging of the SCATHA satellite are
presented.

1. INTRODUCTION

Charging of spacecraft in the space radiation
environment may be hazardous to the health of ¢n-board
electronics [1-3). It may affect telemetry, navigation,
operation, and even the survivability of spacecraft, and
degrade scientific me:surements [1-3]. Spacecraft charging
may be due to naiural or artificial causes. Natural
charging is due to the interaction between a spacecraft
and its space radiation environment. Artificial charging is
due to beam emissions, for example. In the geosyn-
chronous environmeit (Fig.1), a spacecraft is often
charged negatively during eclipse [4,5] SCATHA data
show that the average electron density is 1.09 /c.c. and the
average temperature is 2.49 keV [6]. The odd shape of
the plasmasphere (Fig.1) is a result of its corotation with
the earth. Inside the plasmasphere, the electron density is
dense (10 to 1000 /c.c.) and the average temperature is
below 30 eV. There is a transition region outside the
boundary of the plasmasphere with a steep gradient in
plasma density. Depending on the level of magnetic
activity, the boundary of the plasmasphere may change.
The plasmasphere can extend to geosynchronous orbit.
Data obtained on SCATHA show that high level natural
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Figure 1. Spacecraft charging environment at geosynchronous altitudes.

charging occurs when the electron temperature is high
[7,8]. Following the occurence of multiple substorms,
negative charging may reach as high as several kv due to
the sharp increase in high energy electron flux [7,8]

To study spacecraft charging and the mitigation of it,
the SCATHA (P78-2) satellite (Figure 2) was launched
into near geosynchronous orbit in 1979 [9,10] The satellite
spins at about 1 rpm with its axis perpendicular to
sunlight {9,10]). A pair of booms, electrically isolated from
the satellite body, is used to measure satellite potential
with respect to the ambient plasma [10-12]. Electron and
ion beam experiments [13-20] have been conducted on
SCATHA with interesting resuits.
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‘Gi# 50m 1)

—

SUN
—
SCI0 B00M

——t l ¢ 50m
ELECTRON
BEAM

Figure 2. Schematic diagram of the SCATHA satellite with beam
emission (from [18]).

II. ELECTRON BEAM EFFECTS:
SPACECRAFT CHARGING

Experiment data taken on the SCATHA satellite
showed that electron beam emission can charge the
satellite to positive potentials [14,17,18). Typically, in
quiet times, a high energy electron beam of .0lmA can
charge SCATHA to nearly 10 V. Depending on beam
energy and ambient conditions, higher currents often
charge SCATHA to higher potentials (Figure 3).

The highest electron beam current emitted from
SCATHA is 13 mA. The event was on Day 89, 1979. The
spacecraft potential reached 4 kV in a quiet period.
Differential charging between some surface materials
reached more than 1 kV. (For example, surface potential

0018-9499/89/1200-2027$01.00 © 1989 IEEE
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Figure 3. SCATHA potential in response to electron beam emissions in
sunlight (from {18]).

monitor mecasurements on  SCATHA show that the
differential charging between the aluminized kapton
sample 2V2 and the spacecraft ground reached 1.189 kV
{14).) As a consequence, two parts of a valuable
instrument, SC2, on SCATHA were promptly knocked out
permanently [14]. This event serves as a strong
demonstration on the danger of high level spacecraft
charging, especially differential charging.

The exact charging level depends on the beam
energy and the balance of currents. When a spacecraft is
charged to near beam energy, the beam spreads due to
space charge repulsion and partial beam return occurs
[17,18]. When the beam energy is high relative to the
spacecraft potential, space charge effect is negligible and
the beam leaves completely. Inside the plasmasphere [17),
the charging level is generally lower because of higher
densities of low energy ambient electrons.

A. Multi-Body Interaction.

A remarkable effect observed on SCATHA is that
photoelectrons from nearby booms tend to return to the
spacecraft body during electron beam emissions {18]. This
is a case of "multi-body interactio " in space plasma
during beam emissions (Figure 4°. he¢ booms, which are
electrically isolated from the spacc. ! vody, are partially
engulfed in the plasma "sheath” oi .ae highly Charged
spacecraft body. The total photoelectron current 1, going
towards the spacecraft body depends on the polenual P of
the spacecraft with respect to the space plasma, the
distance r of the photoelectrons from the spacecraft
surface, the boom surface area, and the sun angle h of
the boom. In a simple model {18], the total photoelectron
current I, is given by

1,,(0.9)=2D |sin 6| f dr J(r,®) (1)

where
J(1,®) = fIP(r)] j.u(6) 0]

where D is the diameter of the boom, and the factor 2
accounts for two booms, f is the fraction of photoelectron

current going towards the spacecraft body, and j, the
photoclectron current density generated. When SC"{h
rotates in sunlight, I, varies sinusoidally. As a result, the
photoelectrons cause modulanon (Figure 3) in spacecraft
potential which is determined by current balance. The
theory [18] explains the variation of modulation amplitude
as a function of the sun angle, beam current, and beam
energy. This effect may have important implication. for
future large-scaled space structures where large
photoelectron currents from large neighboring surfaces
may be significant during electron beam emissions.
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Figure 4. A "multi-body" interaction : photoelectron currents from
isolated booms tend to go towards the spacecraft body during electron
beam emissions.

III. ELECTRON BEAM EFFECTS:
SPACECRAFT DISCHARGING

Electron beam emission can discharge a negatively
charged spacecraft partially or completely in quict days
and in storms [13,14,17]. The level of discharging depends
on the beam current and energy, and the ambient
condition.

The use of low energy electron beam emissions (for
example, from heated filaments) on SCATHA shows that
it is inefficient for discharging. Potential barriers [21,22]
due to differential charging of surfaces or space charge
effects in the beam may reflect low energy electrons and
hence reduce the net outgoing electron current.

Discharging the conductive ground of a spacecraft by
means of electron beam emission may induce differential
charging. Initially, the potentials between the ground and
the dielectric surfaces follow each other but only for a
transient period. Then diffcrential charging gradually
emerges because of capacitance effects. The level and time
scale depends on the capacitances, beam current, and
ambient conditions. Thus, discharging a spacecraft by
means of electron beam emissions may bring on
differential charging, an adverse situation.

IV. ION BEAM EFFECTS:
SPACECRAFT CHARGING

A. Non-monotonic Behavior
On SCATHA, ion beam emissions have produced
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scveral interesting results in spacecraft charging and
discharging. The ion beam operating at 1 to 2 keV can
charge the spacecrait to 0.1 to 0.3 kV typically [13]
depending on the beam energy, beam current and ambient
conditions. SCATHA data (Figure 5) taken on in a quiet
period show that when the ion beam current increases,
the magnitude of spacecraft charging reaches a maximum
and then decreases, a non-monotonic behavior {23,24].
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Figure 5. SCATHA potential (SC2-1 measurement) in response to high
energy (keV) ion beam (SC4-2) emissions in eclipse on Day 45, 1979
(from [10}]).
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Figure 6. SCATHA ion beam design (Upper). Space charge potential
along the ion beam (Lower).

B. Space Charge Effect

A plausible explanation of the non-monotonic behavior
resorts to space charge effect in the ion beam; at high
currents, a virtual anode is formed near the exit point of
the beam [23,24] (Figure 6). Thc virtual anode reflects
part of the beam. Such a behavior is similar to that
observed in diodes [25,26]. For the SCATHA ion beam,
the location of the virtual anode was estimated to be
about 1 to 2 cm from the exit point [23].

C. Charge Exchange

A physical process which is of potential importance is
ion beam charge exchange [20]. In this paper, no attempt
is made to relate the effect discussed in this section with
that in Sec.VI 4. The principle of most ion beam sources
is based on the extraction of ions from a discharge
chamber in which ionization occurs. The electrons can be
effectively guarded by negatively charged grids; the
neutrals can wander out without being affected by the
grids. The ion beam emitted from SCATHA is not a pure
ion beam, but a xenon ion beam mixed with thermal
xenon neutrals, the fraction of ions to neutrals being
about 1 to 6 % [27]. Both ion-neutral impact ionization
(eq.3) [28] and charge exchange (eq.4) [27] can ionize the
thermal neutrals.

Xeslow+ Xe+{as( - Xe +slow +Xe +ras( +¢

3

“)
where Xe,, and Xey,, denote thermal xenon atoms
(energy less than 1 €V) and beam xenon atoms (-keV)
respectively. For the SCATHA ion beam, charge exchange
dominates. As a result, thermal ions are generated. The
thermal ions are slow and attracted towards the spacecraft

while the electrons are being repelled by the negative

xe:low + Xe +(‘asl - Xe +ak~m + Xe(alt
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Figure 7. lonization of (slow) neutrals in a (fast) ion beam.
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spacecraft potential (Figure 7). The space charge due to
the returning thermal ions slows down the ontgoing beam
ions, thus enhancing charge exchange and therefore
further space charge build up. Theoretical modeling has
to take into account neutral cloud expansion, ion

beam divergence, and the fraction of neutrals to ions
emitted as a function of ion beam current and energy.

V. ION BEAM EFFECTS:
SPACECRAFT DISCHARGING

A. Ion Beam Return

A surprising finding from the SCATHA data is that
emission of a low energy ion beam can discharge a
negatively charged spacecraft - how paradoxical !
Intuitively, one might expect that ion emission at any
energy would charge the spacecraft more negatively. In
Figure 8, the ion beam current is emitted in pulses, and
the spacecraft potential is given by SC-9. Before the turn
on of the ion beam, the spacecraft is negatively charged
to the kilovolt level [15). During this period, the
spacecraft is in eclipse. The ion beam current ranges from
about 5 :0 20 A and the beam energy 50 eV. Instead of
charging the spacecraft to higher negative potentials with
the ion beam emission, 't is found that the spacecraft is
partially discharged (Figure 8).
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Figure 8. SCATHA potential (SC9-1 measurement) in response to low
en;rgy (50 ¢V) ion beam emission in eclipse on Day 114, 1979 (from
(15]).

We suggest a theory as follows: the low energy beam
ions can not leave because of the Coulomb attraction of
the negatively charged spacecraft. In addition, ions
generated by charge exchange also contribute to the
returning ion current I:

L=1+1 ®)
where I, is the returning ion beam current and I the
charge exchange generated ion current. The ion current [
generated from ion impact ionization is less important at
the energies (keV) of the SCATHA ion beam and is
neglected on the RHS of eq(5). As the low energy ions
(I, + L) return and impact on the spacecraft surface, not
only do they neutralize the surface charge but also they
generate secondary electrons which leave and carry away
some negative charge (Figure 9). Including the outgoing
secondary electron current I, the quantity I, of positive
charge input per unit time on the spaceciaft surface is

(6)

In addition, the outgoing secondary electrons may
contribute to further ionization because they are being
accelerated outwards by the negative spacecraft potential.

We remark that there is no need to consider the
energy cross-over points E; and E, for the secondary
electrons in eq(6), because the secondary electrons are
due to ion impact. Unlike the case of secondary electrons
due to electron impact, there is no competition between
the incoming primary current and the outgoing secondary
current in the present case. Both the incoming ion
current I, and the outgoing I, contribute to positive
charge build up on the surface.

An advantage of using low energy returning
ions is that they may be able to automatically "home in"
on the "hot spots” of the surfaces on the spacecraft. Thus,
it is better to use low energy ion emission to discharge
a negatively charged spacecraft than to use electron
beams.

L=1+L+1

ESCAPING
SECONDARY /
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Figure 9. Generation of secondary electrons by returning ions attracted
by a negatively charged spacecraft.




B. Plasma Beam

Finally, the emission of a mixed beam of low energy
ions and electrons discharges a negatively charged
spacecraft more efficiently than ecither electron or ion
beam emissions alone [13]. This phencmenon has been
observed not only on SCATHA but also on the ATS-6
satellite [31). Previous explanation attributes this to the
dilution of space charge [13]. We suggest, again, a
returning ion theory. The electron beam leaves because of
spacecraft repulsion and the electrons carry away negative
charge; the low energy ions return because of spacecraft
attraction, thereby neutralizing the spacecraft’s negative
charge. The ions are attracted by the spacecraft. They
return and impact on the surface generating secondary
electrons which leave and carry away more negative
charge (Figure 10). Thus, the use of low energy plasma
beams is more efficient in discharging a negatively charged
spacecraft than using high encrgy electron or low energy
ion beams alone.

ELECTRON BEAM

SECONDARY ELECTR
///LOW ENERGY ° LECTRONS

ION BEAM

NEGATIVELY CHARGED SURFACE

Figure 10. Emission of electrons and low energy ions from a negatively
charged spacecraft. The returning low energy ions generate secondary
electrons which escape.

VI. CONCLUSION

Five points on the charging and discharging of the
SCATHA satellite by means of electron and ion beam
emissions in the geosynchronous environment have been
discussed. (1) During electron beam emissions in sunlight,
photoelectrons from nearby surfaces isolated from the
satellite body tend to return to the body, thus affecting
the potential of the body. This is a ’multi-body’
interaction, which deserves the attention of the community
of spacecraft scientists and engineers. It may have
important implication for future large-scaled space
structures emitting electron beams in sunlight. (2)
Attempts to discharge a spacecraft by means of electron
beam emission may result in a worse situation -
differential charging between dielectric surfaces and
spacecraft ground. (3) At low ion beam currents, the level
of spacecraft charging increases as the current increases.
Beyond a critical current, the level decreases with a 'non-
monotonic’ current-voltage behavior. (4) Abundant
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neutrals are present in the ion beam. Low energy ions
generated by charge exchange return to the spacecraft and
reduce the charging level. Most ion beam designs are
based on extraction of ions from discharge chambers from
which neutrals can wander out. Charge exchange in ion
beams seems inevitable, unless ion beam engineers can
come up with better design principles. It may have useful
applications and deserves further studies. In this paper
we have treated the monotonic behavior and the charge
exchange effect separately. (5) Discharging by means of
low energy plasma bcam emission is more efficient than
using an electron or ion beam alone. This conclusion is
important for spacecraft engineers designing automatic
discharge systems for future spacecraft. Finally, we remark
that material properties such as secondary electron
emission coefficients due to ion as well as electron
impacts are also important for spacecraft designs. The
trajectories of the low energy ions traveling towards
various charged surfaces are not trivial even for simple
surface geometries (c.f. {32]) and have to be computed
carefully by the ’automatic spacecraft discharge systems’
design engineers in the future.

REFERENCES

[1} Nanevicz, J.E. and R.C. Adamo, "Occurence of
arcing and its effects on space systems”, in Space
Systems and Their Interactions with Earth’s Space En-
vironment, H.B. Garrett and C.P. Pike, eds, vol.71,
pp-252-275, AIAA, 1980.

[2] Shaw, R, et al, "Observations of electrical discharges
caused by differential satellite-charging”, in Spacecraft
Charging by Magnetospheric Plasmas, Alan Rosen,
eds., p.61, MIT Press, 1976.

[3] Grard, R.,, K Knott, and A. Pedersen, "Spacecraft
charging effects”, Space Sci. Rev., vol.34, pp.289-304,
1983.

{4] DeForest, S.E., "Spacecraft charging at geosynchro-
nous orbit", J. Geophys. Res., vol.77, No.4, pp.661-
659, 1972.

[5] Whipple E.C, Jr., "Potential of surface in space”,
Rept. Prog. Phys., vol.44, 1197, 1981.

[6] Purvis, CK., H.B. Garrett, A.C. Whittlesey, and N.J.
Stevens, Design guidelines for assessing and
controlling spacecraft charging effects, Rep. NASA-
TP-2361, N84-33452, 44 pp., 1984.

[7] Gussenhoven, M.S,, and E.G. Mullen, "Geosynchron-
ous environment for severe spacecraft charging”, J.
Spacecraft and Rockets, vol.20, 26-34, 1983.

[8] Mullen E.G. and M.S. Gussenhoven, "High-level
spacecraft charging environments near geosynchron-
ous orbit", AFGL-TR-82-0063, ADA118791, 1982.

[9] Stevens J.R. and A.L. Vampola, (eds), "Description

of the space test program P78-2 spacecraft and

payloads”, SAMSO-TR-78-24, Air Force Systems

Command, ADA-061324, 1978.

Fennell, JF.,, "Description of P78-2 (SCATHA)

satellite and experiments”, in IMS Source Book, Am.

[10]




2032

[

(12]

(13]

(14]

(15]

[16]

(17]

(18]

(19]

(20]

[21]

(22]

[23]

[24]

[25)

[2¢]

Geophys. U., Washington, D.C., 1982.

Aggson, T.L., B.G. Ledlev. A. Egeland, 1. Katz,
"Probe measurements of DC electric fields", in
Spacecraft/Plasma Interactions and their Influence on
Field and Particle Measurements, A.Pedersen, D.
Guyenne, and J. Hunt (eds), European Space
Agency, ESA SP-198, pp. 13-17, 1983.

Lai S.T., H.A. Cohen, T.L. Aggson, and W.J.
McNeil, "Boom potential of a rotating satellite in
sunlight”, J. Geophys. Res., vol.91A, pp.12137-12141,
1986.

Cohen, H.A,, er al, "A comparison of three techni-
ques of discharging satellites”, in Spacecraft Charg-
ing Technology, N.J. Stevens and C.P. Pike (eds),
NASA CP-2182, AFGL-TR-81-0270, ADA114426,
1981.

Cohen, H. A, er al, "P78-2 satellite and payload
responses to electron beam operations on March 20,
1979", in Spacecraft Charging Technology, N.J.
Stevens and CI. Pike (eds), NASA CP-2182,
AFGL-TR-81-0270, ADA114426, 1981.

Cohen, H.A. and S.T. Lai, "Discharging the p78-2
satellite using ions and electrons", AIAA-82-0266,
AIAA 20th Aerospace Sci. Mtg, Orlando, FL, 1982.
Lai, S.T., H.A. Cohen, T.L. Aggson, "Modulation of
boom-satellite potential difference during ion beam
emission”, EOS, Vol.66, No.18, p.349, 1985.
Gussenhoven M.S., E.G. Mullen, and D.A. Hardy,
"Artificial charging of spacecraft due to electron
beam emission", IEEE Trans. Nucl. Sci, Vol.NS-34,
pp-1614-1619, 1987.

Lai S.T.,, HAA. Cohen, T.L. Aggson, and W.J.
McNeil, "The effect of photoelectrons on boom-
satellite potential difference during electron beam
ejection”, J. Geophys. Res., vol.92, pp.12319-12325,
1987.

Werner P.W., "lon gun observations at high
altitudes”, Thesis, Naval Postgraduate School, Mon-
terey, CA, 1988.

Lai, 8.T., "Effect of ion beam ionization on space-
craft charging”, EOS, Vo0l.69, No.44, pp.1317-1318,
1988.

Olsen, R.C,, C.E. Mcllwain and E,C, Whipple, "Ob-
servations of differential charging effects on ATS-6",
J. Geophys. Res., Vol.86, p.6809, 1981.

Katz, I. and M.J. Mandell, "Differential charging of
high-voltage spacecraft: the equilibrium potential of
insulated surfaces®, J Geophys. Res, Vol. 87, pp.
4533-4541, 1982.

Lai, S.T., W.J. Burke, and H.A. Cohen, "A theoreti-
cal investigation of virtual anode formation near the
SCATHA satellite”, EOS, Vol.60, No. 46, p.923,
1979.

Lai, S.T. and H.A. Cohen, "Space charge in electron
and ion beams emitted from P78-2 satellite”, EOS,
Vol.61, No.17, p.1090, 1980.

Langmuir, 1., "The effects of space charge and resid-
ual gases on thermionic currents in high vacuum®,
Phys. Rev., Vol.2, p.450, 1913,

Ivey, HF., "Space charge limited currents”, in Ad-

(27]
(28]

[29]

(31]

(32]

vances in Electronics and Electron Physics, Vol.VI,
Marton L. (ed.), Academic Press, 1954.

Masek T., Rocket model satellite positive ion bcam
system, AFGL-TR-78-0179, ADA063253, 1978.
Massey, H.S.W. and E.H.S. Burhop, Electronic and
ionic impact phenomena, Oxford: The Clarendon
press, 1952.

Kikiani, B.I.,, G.M., Mirianashvili, Z.E. Salia, and
L.G. Bagdasarova, "lonization in collisions between
ions and atoms of noble gases in the energy range
200-4000 eV", in Electronic and Atomic Collisions,
J.S. Risley and R. Geballe eds., University of Wash-
ington Press, Seattle, WA., 1975.

Olsen, R.C., "Modification of spacecraft potentials
by plasma emission”, J. Spacecraft & Rockets, V01.18,
No.S, pp.462-469, 1981.

Carini, P., G. Kalman, Y. Shima, S.T. Lai, and H.A.
Cohen, Particle trajectories between charged surfaces,
J. Phys. D: Appl. Phys., Vol.19, np.2225-2235, 1986.




